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(57) ABSTRACT

In accordance with the invention, a camera or optical
module for a camera is provided, the camera or optical
module comprising: —a first substrate with a plurality of
first optical devices, —a second substrate with a plurality of
second optical devices, —and a spacer between the first
substrate and the second substrate, the spacer having a first
and a second attachment surface, the first substrate attached
to the first attachment surface and the second spacer attached
to the second attachment surface, —the spacer having a
through hole from the first attachment surface to the second
attachment surface so that there is an interior space between
the first substrate and the second substrate, the interior space
being hermetically closed off, —the first optical devices and
the second optical devices being mutually arranged so that
light impinging, from an object side, on a first optical device
is directed to an assigned second optical device through the
interior space, —the camera further comprising a screen
device in the interior space, the screen device comprising
one screening wall or at a plurality of screening walls, the
screening wall(s) blocking off light portions from a first
device from getting to a second device other than the
assigned second device.

24 Claims, 4 Drawing Sheets
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CAMERA, AND METHOD OF
MANUFACTURING A PLURALITY OF
CAMERAS

FIELD OF THE INVENTION

The invention is in the field of camera devices such as
CMOS or CCD cameras. It pertains to a camera or optical
module for a camera, and to a method of manufacturing a
plurality of cameras.

BACKGROUND OF THE INVENTION

Optical devices, such as cameras or integrated camera
optics, are nowadays integrated in a large percentage of any
electronic devices manufactured, including mobile phones,
computers, etc. It is increasingly important that such cam-
eras can be manufactured economically, for example in a
parallel process, and that they have as few parts as possible
that are mechanically complicated, difficult to manufacture
or delicate to handle. Especially for mobile phone applica-
tions but also for other applications, there is moreover an
increasing demand for cameras that are thin, i.e. the exten-
sion in direction of the optical axis (z extension) is small.
Nevertheless, there is also an increasing demand on the
resolution that should be achieved by such integrated cam-
eras.

Digital signal processing has made cameras with no
movable parts increasingly effective. Functions such as
focusing that previously had to be carried out mechanically
can be carried out by according software in accordance with
a concept that has become known under the name “compu-
tational photography”. One concept that has become known
is the so-called ‘plenoptic camera’ that uses data on the
direction from which radiation impinges to calculate 3D
information of an image taken. There is also software
available that can calculate a high resolution image from a
plurality of low resolution images taken from a same view-
point at the same time. An example of an according teaching
can be found in EP 1 357 514 and the references cited
therein. A further example of an according teaching that
relates to a camera array is disclosed in WO 2009/151903.

One problem that arises often in compact cameras is the
handling of stray light. The thinner and smaller the camera
is, the more difficult this may become, among other things
because for thin cameras there may be stray light paths to the
actual sensor also for light impinging from flat angles

SUMMARY OF THE INVENTION

It is an object of the present invention to provide a camera
that is compact, especially that is thin, and that is economical
to manufacture. It is an other object of the present invention
to provide an economical method for manufacturing a
camera or a plurality of cameras. It is yet an other object to
provide a relatively thin camera that has improved robust-
ness against stray light impact. It is a further object of the
invention to provide an optical module for such a camera.

In accordance with an aspect of the present invention, a
camera or optical module for a camera is provided, the
camera or optical module comprising:

a first substrate with a first optical device or plurality of

optical devices,

a second substrate with a second optical device or plu-

rality of optical devices,

and a spacer between the first substrate and the second

substrate, the spacer having a first and a second attach-
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ment surface, the first substrate attached to the first
attachment surface and the second spacer attached to
the second attachment surface,

the spacer having a through hole from the first attachment

surface to the second attachment surface so that there is
an interior space between the first substrate and the
second substrate, the interior space being, for example
hermetically, closed off,

the first optical device(s) and the second optical device(s)

being mutually arranged so that light impinging, from
an object side, on the first optical device(s) is directed
to the second optical device(s),

the camera further comprising a screen device in the

interior space, the screen device blocking off stray light
portions.

The screen device may for example comprise a screening
wall or a plurality of screening walls that cover lateral walls
of the interior space (the walls being formed by the spacer)
and/or—if a plurality of first and second optical devices is
present—that extend through the interior space to separate
first-optical-device—second-optical-device pairs from each
other. The walls may be thin of an essentially homogeneous
thickness and/or they may be formed by a body that has at
least one vertically extending through hole.

The first and second substrate and the attachment surfaces
of the spacer define a plane that in this text is often termed
“horizontal”. This is not to be understood to mean that the
camera has to be held in a certain orientation during use.
Rather, the term merely refers to directions orthogonal from
an object-to-image direction (or optical axis). At the location
of the image sensor(s), the horizontal plane—or x-y-plane—
corresponds to the image plane. Directions parallel to the
object-to-image direction are referred to as “vertical” or “z
direction”.

Thus, in accordance with this first aspect of the invention,
a screen function is assigned to a screen device that is put in
the interior space before or while the same is closed off and
that may or may not be fixed to the first substrate and/or the
second substrate and/or the spacer. The use of a screen
device that is a physical object and that is different from just
a coating layer on the first and/or second substrate or on the
spacer has substantial advantages.

Firstly, the screen device may have a vertical extension
and thus block off stray light portions that cannot be blocked
off by a purely horizontal coating of the first and/or second
substrate.

Secondly, by being a physical body the screen device may
have portions that run through an inner portion of the interior
space and that thus may block off light portions from getting
from one sub-volume of the interior space to an other
sub-volume of the interior space. This may be especially
advantageous in situations where the camera is a multi-
aperture camera or the optical module is an optical module
for a multi-aperture camera, respectively, and where an
image sensor of the camera (that may be the second optical
device(s) or may be provided in addition to the first and
second optical devices) comprises an array of pixel arrays,
each pixel array constituting a sub-image-sensor of a sub-
camera.

A third advantage of embodiments of the camera or
optical module is that a screen device to be placed in the
interior volume may be relatively easy and inexpensive to
manufacture. Especially, in contrast to the first and second
optical devices and their mutual alignment as well as the
thickness of the spacer, which all often have to be made
highly precise, the tolerances may be much less tight for the
screen device. For example, the vertical extension may be
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smaller than the vertical extension of the spacer by between
0 um and 50 pm or more, the exact vertical extension not
being a critical quantity. Also for other dimensions the
manufacturing tolerances are less tight than for other opti-
cally active elements. Thus, embodiments of the concept of
the first aspect of the invention make possible that a screen-
ing function is assumed by a device that is, during stages of
the manufacturing process, separate from the expensive-to-
manufacture devices that have tight manufacturing toler-
ances. For example, the screen device may be or may
comprise an injection-molded element. While the precision
of injection molding is often not sufficient for the optical
devices such as lenses, injection molding for high numbers
of manufactured parts is very economical.

In an example, the screen device is injection molded using
an injection molding tool surface and/or a material that
causes some optically visible roughness of at least parts of
the surface of the device. Moreover, a dark colored material
(for example a black material) may be used. An example of
a group of materials suitable for injection molding the screen
device are liquid crystal polymers.

In accordance with an other aspect of the invention, a
multi-aperture camera or optical module for a multi-aperture
camera is provided, the camera or optical module compris-
ing:

a first substrate with a plurality of first optical devices, for

example arranged in an array,

a second substrate with a plurality of second optical

devices, for example arranged in an array,

and a spacer between the first substrate and the second

substrate, the spacer having a first and a second attach-
ment surface, the first substrate attached to the first
attachment surface and the second spacer attached to
the second attachment surface,

the spacer having a through hole from the first attachment

surface to the second attachment surface so that there is
an interior space between the first substrate and the
second substrate, the interior space being, for example
hermetically, closed off,

the first optical devices and the second optical devices

being mutually arranged so that light impinging, from
an object side, on a first optical device is directed to an
assigned second optical device through the interior
space,

the camera further comprising a screen in the interior

space, the screen blocking off light portions from a first
device from getting to a second device other than the
assigned second device.

In embodiments of the second aspect of the invention, the
screen may be formed by a screen device in accordance with
the first aspect of the invention.

Alternatively, the screen may for example be formed by
vertically protruding features of the first or second substrate
or by features of the spacer and arranged to project into the
through hole.

Screening wall(s) of the screen (i.e. for example of the
screening device) may range from an image-side surface of
the first substrate to an object-side surface of the second
substrate. In this, they define sub-volumes of the interior
space, each sub-volume assigned to a first device and an
assigned second device. The wall(s) may be vertical or
approximately vertical. They may be fully non-transparent
to visible light and thus, within the interior space, have the
effect that essentially no light can get from one sub-volume
to an other sub-volume. However, it would also be possible
to provide the screen device with some residual transparency
and/or to shape it so that the wall(s) do not fully range from
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an image-side surface of the first substrate to an object-side
surface but for example comprise pinnacle-like or other
structures.

The screen of a multi-aperture camera of the second
aspect may for example comprise a screen body with a
plurality of vertical through holes and/or with a plurality of
screening walls that extend between first-device-second-
device pairs.

For both aspects, the following holds:

The first optical device(s) may (a) be passive optical
device(s). The optical device or at least one of the optical
devices may comprise a camera lens or lens part and/or an
aperture, a filter etc; multiple and/or combined functional-
ities are possible. The second optical device or at least one
of the second optical devices may either also be a passive
optical device, or it may be an active optoelectronic device,
especially an image sensor. An image sensor may comprise
a pixel array, i.e. an array of sensing elements.

It is also possible to provide, in a vertical stack, a plurality
of screens/screen devices in subsequent interior spaces in the
stack. In such a configuration, there are further a third
substrate with one or a plurality of third optical devices and
a further spacer, and a further interior space is formed
between the second substrate, the further spacer and the third
substrate, with a further screen/screen device in the further
interior stack. In this, the first and second device(s) would in
most cases be (a) passive optical device(s), and the third
optical device(s) would be (a) passive or active, optoelec-
tronic device(s).

It would also be possible to provide, in such a vertical
stack of three substrates, only one of the interior spaces with
a screen device.

This teaching can be extended to even more vertically
stacked substrates, with at least one of the interior spaces
comprising a screen device.

The camera—or, respectively, a camera that comprises the
optical module and an image sensor—has a plurality of
sub-cameras, each sub-camera comprising one of the first
devices and the assigned second device. Each sub-camera is
operational to capture a pre-image. The pre-images of the
different sub-cameras may comprise essentially same image
sections, corresponding to of the final image. In other words,
the sub-cameras may be such that each sub-cameral takes a
picture essentially of a same scenery. The optics of the
sub-cameras may be identical, or they may be different
between at least some of the cameras. Alternatively, the
sub-cameras may take pre-images of different, but overlap-
ping image sections. The camera further comprises an
analyzing unit for computing an image from the pre-images.
The analyzing unit may be integrated in a camera electron-
ics, or it may be an external tool, such as a software tool that
runs on a computing device that may be connected to the
camera electronics via an appropriate interface.

Each sub-camera preferably has its own aperture. The
apertures of the different sub-cameras may be essentially in
a same (horizontal) plane.

In embodiments where each sub-camera has its own
aperture, the screen/screen device has the following advan-
tage: Light entering the camera through the aperture of a
certain sub-camera should not get to the image sensor (the
pixel array or the like) of a neighboring sub-camera. How-
ever, if the camera is optimized in terms of extension, the
sub-cameras have to be close to each other, and this kind of
cross talk would have to be expected, especially in the free
space between different lenses or between the lenses and the
image sensors. The screen/screen device has the function of
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screening the different sub-cameras from each other in the
region of this free space or these free spaces.

Preferably, the screen is a screen device being an element
separate from the spacer, manufactured separately and pref-
erably inserted in the through hole of the spacer only during
assembly. It may be advantageous to provide the screen
device as a separate inlay (thus not one-piece with the
spacer). The screen device may then be manufactured by a
different technology than the spacer and with materials that
are well suited for thin-walled, fine structures. Nevertheless,
the advantages of wafer scale manufacturing with a spacer
wafer that is subsequently diced, as part of a wafer-scale
assembly, into individual camera-scale spacers are main-
tained.

The screen device may be inserted during a wafer-scale
manufacturing process. In this, the first and second sub-
strates are sections of a first and second substrate wafer, and
the spacer is a section of a wafer scale spacer (or ‘spacer
wafer”). The first substrate wafer, the second substrate wafer,
the spacer wafer and the plurality of screen devices (pref-
erably one screen device per camera) are assembled, possi-
bly with other wafer-scale components. The resulting wafer-
scale assembly is then separated into the individual camera
scale devices or modules, while the interior spaces are not
affected by the dicing and remains (hermetically) sealed.
The dicing lines along which separation takes place are thus
between the interior spaces of neighbouring cameras or
modules, and not through the interior spaces.

The screen devices may for example be placed in the
through holes of the spacer wafer after the first one of the
first and second substrate wafers is attached or provisionally
attached to the spacer wafer and prior to bringing the second
one of the first and second substrate wafers in contact with
the spacer wafer.

The screen device may sit loosely in the interior space
between the substrates and the spacer. For example, the
shapes of the screen device and of the interior space may be
adapted to each other so that the screen device can move
only to a certain minimal extent.

As an alternative, the screen device may be held in place
by positioning features of the spacer and/or of at least one of
the first and second substrates; also positioning features
added to the substrates, for example by replication are
possible.

In addition or as yet another alternative, the screen device
may be held in place by an adhesive or other material
connection. An adhesive may for example be cured simul-
taneously with an adhesive that holds together the first
and/or the second substrate (possibly as part of the substrate
wafer) on the one hand and the spacer on the other hand.

The process of manufacturing, on a wafer scale, a plu-
rality of cameras, in embodiments each comprising a plu-
rality of sub-cameras, comprises the steps of providing a first
substrate wafer, a second substrate wafer and a spacer wafer
with a plurality of through holes, of bringing, in arbitrary
sequence the spacer wafer in contact with one of the first and
of the second substrate wafer with a first portion of an
adhesive in-between and introducing a screen device in at
least one of the through holes, of thereafter bringing the
second one of first and of the second substrate wafer and the
spacer wafer in contact with each other with a second
portion of an adhesive in-between, of hardening the second
portion of the adhesive, and of dividing the resulting assem-
bly into a plurality of camera-scale devices or modules, each
having an interior space formed by one of said through
holes.
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The first portion of adhesive may be cured simultaneously
with the second portion (for example in accordance with the
teaching of PCT/CH 2009/000271 incorporated herein by
reference) or may be cured prior to bringing the second one
of the wafers in contact with the spacer wafer.

The step(s) of curing a portion/portions of the adhesive
may comprise UV curing, i.e. curing by illuminating by
ultraviolet radiation. Often, the first substrate wafer and/or
the second substrate wafer has an Infrared (IR) filter that is
needed for the camera. The transparency of IR filters for UV
radiation is often limited, so that the curing may only take
place from the side of the respective other substrate. How-
ever, if the other substrate is an optoelectronic substrate, it
will not be transparent. This problem can be solved:

Either by using an adhesive that is cured thermally, and/or

that cures, at room temperature, slowly instead of by
curing by UV irradiation,

or by providing an IR filter that is structured to comprise

a plurality of IR filter sections arranged to be aligned
with the through holes of the spacer.

If the screen device is also attached by means of an
adhesive, the curing of said adhesive may be contemporarily
with the first and/or with the second portion of an adhesive,
and the same considerations pertaining to curing hold for
this adhesive, too.

‘Wafer’ or ‘Wafer scale’ in this text generally refers to the
size of disk like or plate like substrates of sizes comparable
to semiconductor wafers, such as disks or plates having
diameters between 5 cm and 40 cm. A wafer or substrate in
the meaning used in this text is a disc or a rectangular plate
or a plate of any other shape of any dimensionally stable
material; if the wafer is an optical wafer the material is often
transparent. The diameter of a wafer disk is typically
between 5 cm and 40 cm, for example between 10 cm and
31 cm. Often it is cylindrical with a diameter of either 2, 4,
6, 8 or 12 inches, one inch being about 2.54 cm. The wafer
thickness of optical wafers is for example between 0.2 mm
and 10 mm, typically between 0.4 mm and 6 mm. Although
preferably the wafers have the shapes of circular discs, like
semiconductor wafers, other shapes such as approximately
rectangular shapes, hexagonal shapes etc. are not excluded.
The term ‘wafer’ in this text is generally not to be interpreted
restricting in terms of shape.

BRIEF DESCRIPTION OF THE DRAWINGS

Principles of the invention as well as embodiments
thereof will be explained in more detail in the following text
with reference to the attached drawings. In the drawings,
same reference numerals denote same or analogous ele-
ments. The drawings are all schematic and not to scale. They
show:

FIG. 1 A wafer-scale assembly of a plurality of multi-
aperture camera modules in section;

FIG. 2 A camera module;

FIG. 3 A top view of a partially assembled wafer-scale
assembly of a plurality of camera modules;

FIG. 4 A camera;

FIG. 5 A schematics of the image processing;

FIG. 6 An optical module for a camera;

FIG. 7 An other camera module;

FIGS. 8a-8c¢ alternative screen devices;

FIG. 9 a camera wafer-scale assembly of single-aperture
camera modules; and

FIGS. 10a and 1056 screen devices for single-aperture
cameras.
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DESCRIPTION OF THE PREFERRED
EMBODIMENTS

FIG. 1 schematically depicts a wafer scale assembly of a
plurality of cameras. The wafer stack comprises an opto-
electronic wafer 1 with a plurality of CMOS or CCD pixel
arrays, a spacer wafer 2 and a transparent optical wafer 3
stacked on each other. The optical wafer in this may be
considered as a first substrate wafer, and the optoelectronic
wafer as a second substrate wafer for the teaching of the
present text.

The optoelectronic wafer 1 may be based on a technology
known in the art, such as a silicon based CMOS wafer. In
contrast to conventional wafers of digital cameras, however,
the pixel arrays 11 are depicted to be grouped in groups of
four example four, six, nine, twelve, sixteen, twenty, twenty-
four or twenty five or any number of pixel arrays arranged
for example an array-like manner, each group assigned to
one camera. Each array, together with the assigned optics, in
itself is functional as a sub-camera and is functional to make
a starting image of essentially the whole scenery to be
captured.

The spacer wafer may be a transparent or non-transparent
plate-like element with a plurality of through holes, each
through hole being shaped and arranged to correspond to a
camera that comprises a plurality of sub-cameras. Both, the
optoelectronic wafer 1 and the optical wafer 3 are attached
to the spacer wafer, for example by means of an adhesive, or
possibly by means of the spacer wafer being of plastics and
being applied in a not completely hardened state, etc.

The spacer wafer is for example of the kind described in
WO 2009/076 786, incorporated herein by reference in its
entirety. As an alternative, the spacer wafer may also be a
spacer wafer of any other material, such as glass, or an other
transparent or non-transparent material.

In the wafer-scale assembled state depicted in FIG. 1,
when the optoelectronic wafer 1 and the optical wafer 3 are
attached to the spacer wafer, the through holes of the spacer
wafer form hollow interior spaces between the pixel arrays
and the lenses.

The optical wafer 3 may comprise, on one or two sides of
a glass substrate, replicated lens elements 31, 32 that form,
together with the glass substrate, optical lenses for light
impinging from an object side (corresponding to the upper
side in the figures) and directed to an image side (corre-
sponding to the lower side in the figures). Each optical lens
is assigned to one pixel array and thus belongs to one
sub-camera. The sub-cameras may each have an optical axis
(not shown in FIG. 1).

In each of the interior spaces between the optoelectronic
wafer and the optical wafer, a screen device 21 is arranged.
The screen devices are inserted in the through holes of the
spacer wafer before the second one of the optical wafer and
of the optoelectronic wafer is brought in contact with the
spacer wafer. The screen device may for example be inserted
in the through hole after the spacer wafer has been brought
in contact with the optical wafer (or with the optoelectronic
wafer), possibly even after it has been bonded thereto by
curing the adhesive, but prior to the spacer wafer being
brought in contact with the optoelectronic wafer (or the
optical wafer, respectively).

In the herein described embodiments, the screen device is
a single screen element comprising a plurality of screening
walls arranged in a pattern. It would also be possible to make
up the screen device of a plurality of elements, for example
of a plurality of wall pieces, that may be assembled prior to
the insertion into the through hole of the spacer wafer, or

10

20

25

30

35

40

45

50

55

60

65

8

may be assembled while being inserted therein. A single
screen element is often advantageous because of the reduced
manufacturing and assembling cost.

After assembly of the optical wafer 3 and of the opto-
electronic wafer 1 with the spacer wafer 2 and with the
screen devices 21, possibly further wafer-scale manufactur-
ing steps may be made. Such further wafer-scale manufac-
turing steps may comprise the addition of further optical
elements. Examples for such further optical elements are an
aperture if such aperture is not already present, and/or one
or more further optical wafers, if such further optical
wafer(s) was/were not already assembled with the depicted
optical wafer, with a second spacer wafer between the
optical wafers, or with second spacer wafers between the
optical wafers, respectively.

After completion of the wafer-scale manufacturing steps,
the resulting wafer-scale assembly is divided (“diced”) into
individual camera-scale components. In the Figures, the
locations—“dicing lines” or “dicing straits”—where such
separation takes place are marked by dashed lines 40.

FIG. 2 depicts a resulting camera module with an opto-
electronic device 1'—obtained as a ‘dice’ of the optoelec-
tronic wafer—, a spacer device 2'—obtained from the spacer
wafer—, and on optical device 3'—obtained from the optical
wafer.

In FIG. 3, a spacer wafer 2 and a plurality of screen
devices 21 are depicted. The screen devices 21 each com-
prise a structure of walls that cross at right angles. The
spaces between the walls have the x-y dimensions (in-plane
dimensions) of the sub-cameras or are slightly larger. The
walls of the screen devices 21 may be of any material or
material combination that is suitable for forming compara-
bly thin, preferably light absorbing walls, such as of a hard,
possibly coated and/or dark colored plastic, a ceramic, a
metal, etc. If the screen devices 21 are made of plastic, they
can be made by a different technology than the spacer 2'—or
also by a same technology. They can for example be made
by injection molding, by etching, etc.

While in the depicted embodiments, the dimensions of the
sub-cameras of a particular camera are approximately equal,
this need not be the case. Rather, a camera may optionally
comprise sub-cameras of different sizes. In such a case, the
screen device 21 of such a camera will be adapted accord-
ingly.

The screen devices may be held in place in the through
holes 22 of the spacer wafer—and ultimately in the interior
spaces—for example by one or a combination of the fol-
lowing measures:

The shape and dimension of the screen device 21 may be

adapted to the shape and dimension of the through hole
22 so that when the screen device is placed in the
through hole 22, there is no degree of freedom for
movement in the x-y-plane. In such a case, the manu-
facturing tolerances of the spacer wafer 2 and of the
screen devices will be chosen so that a maximum
possible residual movement of the screen devices with
respect to the spacer wafer is below a tolerable limit. In
FIG. 3, the screen devices of the upper row are posi-
tioned by this measure.

The spacer wafer may comprise positioning features 23
that cooperate with the structure of the screen devices
to position them in the x-y-plane. Such positioning
features may for example comprise axial grooves (i.e.
grooves extending in the z direction) in the lateral walls
of the through holes. The peripheral walls of the screen
devices—which screen devices then are slightly over-
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dimensioned—engage in the grooves. In FIG. 3, the
two first holes in the middle row comprise such posi-
tioning features.

An adhesive may be used to affix the screen device to the
optoelectronic device and/or to the optical device. Such
an adhesive may for example be cured simultaneously
with curing the adhesive that holds the spacer wafer
and the optoelectronic wafer and/or the optical wafer,
respectively, together.

The optical wafer and/or the optoelectronic wafer may
comprise positioning features. Such positioning fea-
tures may for example be replicated on the optical
wafer simultaneously with replicating the lens ele-
ments, and/or the lens elements themselves may
form—by their shape and extension—such positioning
features. In addition or as an alternative, the optoelec-
tronic wafer and/or the optical wafer may be appropri-
ately grooved or otherwise shaped to comprise a posi-
tioning feature.

FIG. 4 shows a camera in somewhat more detail. The
depicted camera has replicated positioning features 38 of the
optical device 3'. However, these are optional. In alternative
embodiments of the camera, no such positioning features 38
are present. Instead one or a combination of the other
previously described measures for defining the position of
the screen device is taken.

Each sub-camera of the camera of FIG. 4 has an aperture.
The apertures are formed by a common aperture layer
14—that may for example be of a Chromium based material
or material combination—that has one aperture opening for
each sub-camera. The aperture together with the lens ele-
ments 31, 32 and forms an optical system for imaging an
object onto the plane of the pixel arrays 11. (In alternative
configurations, the imaging may also be such that for one or
more of the sub-cameras, the system does not focus onto the
very plane of the pixel array 11 but for example slightly
above it. In combination with a microlens array close to the
pixel array, functionality of a so-called plenoptic camera
may then be obtained.)

In addition to the layer or other shielding object forming
the aperture, the camera device may comprise further optical
means not depicted in FIG. 4, such as at least one IR filter,
a baffle (that for example may be combined with the aperture
and be of the kind shown in WO 2009/076 787, or of the
kind disclosed in WO 2009/076 788 or of an other type),
further lenses, etc.

In the depicted configuration, each sub-camera has an
optical axis 16 that is straight and forms a center axis of the
respective sub-camera. The lens elements of the different
sub-cameras may be identical, or at least some of them may
be different. For example, the lens elements of different
sub-cameras may be designed to focus on objects of different
distances to the camera. Also, the aperture openings need not
be identical for the different sub-cameras.

In addition to the optical components (the lenses, aper-
ture, filters etc.) and the pixel arrays, the camera also
comprises a camera electronics 51 that communicates with
the pixel arrays, as very schematically shown in FIG. 4. The
camera electronics is capable of reading out images obtained
by the pixel arrays. The camera electronics may further be
capable of carrying out digital signal processing. Alterna-
tively, the camera electronics may have an interface that
allows a computing device to read out the raw image data,
so that digital signal processing can be carried out by the
computing device. The software of the camera electronics or
of the external computing device is capable of evaluating an
image 61 from the pre-images 62 obtained by the sub-
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cameras. Each pre-image may comprise essentially the
image section of the final image 61, however, the quality of
the final image is superior to the quality of the sub-images,
in terms of resolution, sharpness, depth of sharpness, illu-
mination color and/or an other optical property. The digital
signal processing steps that lead from the plurality of
pre-images to the final image are not subject to the present
invention and are not described in any more detail here.

In the previously described embodiments, the camera was
assumed to comprise an image sensor and one lens (com-
prising two lens elements and a substrate portion between
them) per sub-camera only. The lenses of the different
sub-cameras in this are at approximately corresponding z
positions. However, in practice, often more than one lens—
each comprising one or two lens elements—is present, the
different lenses being vertically stacked. In such configura-
tions, more than one optical substrates (on a wafer scale:
optical wafers) is present, and a further spacer or further
spacers may be used as distance holder(s) between the
optical substrates. In such a configuration, a screen device of
the kind described herein may be located

(1) between the optoelectronic device 1', which comprises
the image sensors, and the optical device (lens layer)
that is the closest to the optoelectronic device,

(i1) between two optical devices (lens layers); or

(ii1) both, between the optoelectronic device and the
closest lens layer, and between two of the lens layers.

FIG. 6 depicts an optical module for a camera with a
plurality of sub-cameras. The optical module comprises, in
a vertical stack, a first substrate 3' and a second substrate 4'.
Each of the first and second substrates has an array of lenses,
the lenses defined by lens elements 31, 32, 33, 34 at
corresponding locations and the substrate portion between
them. In the interior space between the first substrate 3', the
spacer 2', and the second substrate 4', a screen device 21 of
the kind described hereinbefore is arranged. Also the mecha-
nism for holding the screen device in place may be any one
or a combination of the mechanisms discussed referring to
the embodiments with the screen device arranged between a
(passive) optical substrate and an optoelectronic substrate.

The teaching of FIGS. 1-3 and their description relating to
the screen device 21 and the wafer scale assembling applies
mutatis mutandis also to the screen device and wafer scale
assembling of the optical module of FIG. 6, and further
applies to the camera module described hereinafter referring
to FIG. 7.

In addition to the depicted elements, the optical module
may comprise more or one of the following:

a further spacer attached to the second substrate 4' that can
be used for later assembling the optical module with an
optoelectronic device to manufacture the camera;

one or more further passive optical substrates, with an
array of passive optical elements such as further lenses,
and with an additional spacer.

FIG. 7 yet shows a camera module with a first optical
substrate 3' with lenses, a second optical substrate 4' with
lenses and an optoelectronic substrate 1' with image sensors
11. The camera module has two spacers 2', one between the
first and the second optical substrates, and the other one
between the second optical substrate and the optoelectronic
substrate. In the depicted configuration, both interior spaces
defined by this configuration each comprise a screen device
21. However, it would also be possible to provide a screen
device in the upper (closer to the object side) or in the lower
(closer to the image side) interior space only.
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A camera based on the camera module of FIG. 7 would in
addition to the camera module also comprise a camera
electronics.

Various other embodiments may be envisaged without
departing from the scope and spirit of the invention. For
example, in contrast to the depicted configurations, the
sub-cameras need not be arranged in a regular array, all with
approximately equal sizes. It would alternatively be possible
to have the plurality of sub-cameras arranged in an irregular
pattern, and/or one or more of the sub-cameras can have
other sizes (for example horizontal extensions) than the
other sub-cameras. In this way, for example a larger sub-
camera could be the master sub-camera, while the other
sub-cameras are smaller and used for obtaining certain
corrections, etc.

In the depicted configuration, the image sensors of the
different sub-cameras are shown to be separate pixel arrays.
However, it would also be possible to have one large pixel
array per camera instead of the depicted group of arrays;
then the signal processing carried out based on the signals
obtained from the pixel arrays will divide the image
obtained from the signals into sub-images as starting
images; again each starting image essentially of the whole
scenery to be captured. In this, the portions of the pixel array
assigned to a certain sub-camera function as the different
image sensors.

FIGS. 84, 85 and 8¢ yet show alternative screen devices
21 that may be used, for example, for camera modules of the
above-described architecture.

The screen device 21 of FIG. 8a is formed by an injection
molded screen device body that has a plurality of vertical
screen device through holes 24, each through hole corre-
sponding to an aperture. The screen device body may for
example be of a black material with a certain surface
roughness rendering it matt. In contrast to the above-de-
scribed embodiment of the screen device 21 has a non-
constant screening wall thickness because the through holes
24 are approximately cylindrical.

The screen device 21 of FIG. 86 is similar to the of FIG.
3, but in addition to the cross pattern of the screening walls
26 further comprises a circumferential wall 27 forming a
shield against light that is transmitted through the spacer
itself. The screen devices both of FIG. 3 and of FIG. 85 may
also be formed of a plastic material by injection molding, or
may be formed for example of brass pieces or of any other
light shielding material.

The screen device 21 of FIG. 8¢ is distinct from the screen
device of FIG. 8b in that it further comprises laterally
protruding engagement features 28 that may engage with
positioning features 23 of the kind depicted in FIG. 3. These
engagement features may be unnecessary of the circumfer-
ential wall and the through hole 22 geometry are sufficiently
precise.

FIG. 9 depicts a wafer-scale assembly of a plurality of
single-aperture cameras. The wafer-scale assembly is dis-
tinct from the assembly of FIG. 1 by the following features.
Each of the features can be realized, departing from any
assembly of the hereinbefore described kind, alone or in any
combination:

single aperture: each camera comprises a single aperture,

wherein the apertures of the different cameras are again
formed by a contiguous aperture layer 14. Each camera
consequently comprises one image sensor field 11 only.
Also, the screen device is of a kind comprising a
circumferential wall only and not comprising any
‘internal” walls through the interior space separating
sub-volumes thereof.
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Loose fitting screen device 21: the vertical dimension of
the screen device 21 may be somewhat less than the
thickness of the spacer together with adhesive layers 9.
The exact dimensions of the screen device are not
critical quantities for the optical properties of the
cameras.

Transparent cover: the optoelectronic wafer 1 is covered
by a protecting cover layer 8, for example a glass plate.
The optoelectronic wafer 1 together with the cover
layer 8 forms the second substrate wafer.

FIGS. 10a and 105 yet depict two variants of a screen
device 21 of a single aperture camera. The screen device 21
of FIG. 10q is thin-walled and may for example be made of
a piece of brass or a an elastic bendable piece. The screen
device 21 of FIG. 1054 is depicted to be somewhat thicker,
and it may be injection-molded.

What is claimed is:

1. A camera or optical module for a camera, the camera or
optical module comprising:

a first substrate with a first optical device or plurality of

optical devices,

a second substrate with a second optical device or plu-

rality of optical devices,
and a spacer between the first substrate and the second
substrate, the spacer having a first and a second attach-
ment surface, the first substrate attached to the first
attachment surface and the second spacer attached to
the second attachment surface,
the spacer having a through hole from the first attachment
surface to the second attachment surface so that there is
an interior space between the first substrate and the
second substrate, the interior space being closed off,

the first optical device(s) and the second optical device(s)
being mutually arranged so that light impinging, from
an object side, on the first optical device(s) is directed
to the second optical device(s),

the camera further comprising a screen device in the

interior space, wherein a shape of the screen device and
a shape of the interior space are adapted to each other
such that the screen device can move within the interior
space, and the screen device blocking off stray light
portions.

2. The camera or optical module according to claim 1,
further comprising a third optical device or a plurality of
third optical devices, each third optical device comprising an
image sensor.

3. The camera or optical module according to claim 1,
wherein the interior space is hermetically sealed from an
outside.

4. The camera or optical module according to claim 1,
wherein the screen device or screen comprises at least one
screening wall ranging from an image-side surface of the
first substrate to an object-side surface of the second sub-
strate.

5. The camera or optical module according to claim 1,
wherein each first optical device comprises a lens.

6. The cameral or optical module according to claim 5,
wherein each second optical device comprise a lens or an
image sensor.

7. The camera or optical module according to claim 1,
wherein the screen device engages positioning features of
the spacer and/or of at least one of the first and second
substrates.

8. The camera or optical module according to claim 7,
wherein the positioning features comprise grooves in a
sidewall of the through hole of the spacer.
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9. The camera or optical module according to claim 1,
wherein the first substrate comprises a plurality of first
optical devices, wherein the second substrate comprises a
second plurality of second optical devices, wherein the first
optical devices and the second optical devices are mutually
arranged so that light impinging, from an object side, on a
first optical device is directed to an assigned second optical
device through the interior space, and wherein the screen
device comprise a portion blocking off light portions from a
first device from getting to a second device other than the
assigned second device.

10. The camera or optical module according to claim 9,
wherein said screen device portion is at least one screening
wall.

11. The camera or optical module according to claim 9,
wherein the second optical devices comprise image sensors,
each capable of capturing a sub-image, the camera further
comprising a camera electronics, wherein the camera elec-
tronics is capable of calculating a single image from the
plurality of sub-images or comprises an interface to a
computing device capable of calculating a single image from
the plurality of sub-images.

12. The camera or optical module according to claim 9,
wherein to each first optical device an aperture is assigned,
whereby light traversing the aperture from an object side is
directed via the first optical device to the assigned second
device.

13. The camera or optical module according to claim 9,
further comprising a plurality of third optical devices, each
third optical device comprising an image sensor, wherein
each third optical device is assigned to a first optical device
and to a second optical device, each image sensor capable of
capturing a sub-image, the camera further comprising a
camera electronics, wherein the camera electronics is
capable of calculating a single image from the plurality of
sub-images or comprises an interface to a computing device
capable of calculating a single image from the plurality of
sub-images.

14. A multi-aperture camera or optical module for a
multi-aperture camera, comprising:

a first substrate with a plurality of first optical devices,

a second substrate with a plurality of second optical

devices,

and a spacer between the first substrate and the second

substrate, the spacer having a first and a second attach-
ment surface, the first substrate attached to the first
attachment surface and the second spacer attached to
the second attachment surface,

the spacer having a through hole from the first attachment

surface to the second attachment surface so that there is
an interior space between the first substrate and the
second substrate,

the first optical devices and the second optical devices

being mutually arranged so that light impinging, from
an object side, on a first optical device is directed to an
assigned second optical device through the interior
space,
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the camera further comprising a screen in the interior
space, wherein a shape of the screen and a shape of the
interior space are adapted to each other such that the
screen can move within the interior space, and the
screen blocking off light portions from a first device
from getting to a second device other than the assigned
second device.

15. The camera or optical module according to claim 14,
wherein the second optical devices comprise image sensors,
each capable of capturing a sub-image, the camera further
comprising a camera electronics, wherein the camera elec-
tronics is capable of calculating a single image from the
plurality of sub-images or comprises an interface to a
computing device capable of calculating a single image from
the plurality of sub-images.

16. The camera or optical module according to claim 14,
wherein to each first optical device an aperture is assigned,
whereby light traversing the aperture from an object side is
directed via the first optical device to the assigned second
device.

17. The camera or optical module according to claim 14,
further comprising a third optical device or a plurality of
third optical devices, each third optical device comprising an
image sensor.

18. The camera or optical module according to claim 14,
further comprising a plurality of third optical devices, each
third optical device comprising an image sensor, wherein
each third optical device is assigned to a first optical device
and to a second optical device, each image sensor capable of
capturing a sub-image, the camera further comprising a
camera electronics, wherein the camera electronics is
capable of calculating a single image from the plurality of
sub-images or comprises an interface to a computing device
capable of calculating a single image from the plurality of
sub-images.

19. The camera or optical module according to claim 14,
wherein the interior space is hermetically sealed from an
outside.

20. The camera or optical module according to claim 14,
wherein the screen comprises at least one screening wall
ranging from an image-side surface of the first substrate to
an object-side surface of the second substrate.

21. The camera or optical module according to claim 14,
wherein each first optical device comprises a lens.

22. The cameral or optical module according to claim 21,
wherein each second optical device comprise a lens or an
image sensor.

23. The camera or optical module according to claim 14,
wherein the screen engages positioning features of the
spacer and/or of at least one of the first and second sub-
strates.

24. The camera or optical module according to claim 23,
wherein the positioning features comprise grooves in a
sidewall of the through hole of the spacer.
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